Schedule can be incorporated into project specifications or drawings. Delete columns that are not required, such as unused types of heaters. Add columns or insert notes if required. Adjust printer setup to accommodate page size.
Data to complete Schedule can be found in Berner’s product literature or at www.berner.com. For additional information or name of Berner representatives in your area, contact Berner International Corporation at 800-245-4455 in U.S. or 800-242-4455 in Canada.
Air Door Schedule
	Opening
	Air Door Units
	Air Flow
	Motor
	Electric Heat
	Steam Heat
	Hot Water Heat
	Indirect Gas

Heat
	Direct Gas Heat
	Controls
	Notes

	Mark
	Width, Inches
	Manufacturer
	Model
	Units/Opening
	Feet/Minute

Maximum
	Feet/Minute
Average
	Cubic Feet
 per Minute
	Motors /Unit
	Horsepower
	Volts/
Phase/
Hertz
	kW
	MBH
	PSIG
	MBH
	Pounds, Condensate
	Entering Water Temperature, ºF
	Leaving Water Temperature, ºF
	MBH
	Water Pressure Drop, Feet
	Heaters per Unit
	Input MBH/Heater
	Output

MBH/Heater
	Heaters per Unit
	MBH
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	See Legend
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	Controls:  A – Automatic;  C – Combination;  M – Manual;  T – Thermostatic;  D – Delay; P – Programmable Microprocessor
Notes:
1.  

2.  

3.  

4.  

5.  


